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MACCHINA SPIUMATRICE
motori 230/240V monofase
400V trifase

DRY PLUCKING MACH!M™™
230/240V single-Phase
400V trifase motors

PLUMEUSE
moteurs en 230/240V monophase
400V triphase

RUPFERMASCHINEN
motoren einphasenspannung 230/240V
dreiphasenspannung 400V

DEPLUMADORA
motores 230/240V monofasico
400V trifasico







Schema elefttrico
Wiring diagram

1 Presa 16A acura dll'utilizzatore
Electrical power 16A by use

2 Spina 16A
Electric plug 16A

3 cavo multipolare rsistente all'abrasione e fiamma
Multi-cable abrasion an fire resistant

4 comando di emergenza
Emergendy push buttonu

5 Interruttore automatico magneto termico
+ relé di minima tensione
Magnetic circuit breaker terma

16 + undervoltage relay

6 Motori elettrici con rotore in cortocircuito

a norme |IEC 34-1
Electric motors with rotor short circuit

a standards IEC 34-1
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CONDITIONS OF USE

The users are recommended not to wear loose clothing and, if with long hair, to collect it appropriately.
Do not insert fingers inside the discs. However, there is no danger of cutting conditions.

There are no adjustment conditions of the operation and use of the machine.

It concerns equipment with a safety device through mushroom emergency stop.

2- INSTALLATION
Before making arrangements to start-up, the user must provide for the installation of a 16A electrical power socket, suitable
for the type of plug installed on the machine (IEC Standards 309). The connection of the machine must be on a protected

line with a suitable differential circuit breaker.
THE MACHINE IS DELIVERED READY FOR USE.

3- USE
Before connecting the machine to electrical power supply and proceeding with plucking, attach to the aspirator stainless steel
curve then tie the bag (Fig. 1, point 3). DO NOT USE HERMETIC BAGS.

4- START-UP
Once inserted the plug into the socket, press the switch (Fig. 2, point 5). This action is followed by start-up
of the aspirator and the plucking block. To stop the machine press the button (fig 2 point 6).

The suction power can be adjusted using the special flow control (Fig. 7 point 1).

5- RESET MOTOR PROTECTOR
In case of sudden electrical power supply failure, the switch automatically moves to the stop position. Once the electrical
power supply is restored, it is necessary to act again on the switch by pressing the start pushbutton (Fig. 2, point 5).

6- UNLOCKING THE EMERGENCY PUSHBUTTON
In case of emergency during use, act on the special pushbutton (Fig. 2, point 7) to block voltage. To reactivate the machine,
unlock the emergency pushbutton by turning it clockwise and restart the machine by pressing on the switch (Fig. 2, point 5).
7- TRANSPORT
For transport, the machine is delivered fully assembled of its mechanical and electrical parts. The legs of the base and the

stainless steel curve are supplied unassembled.

8- ASSEMBLY
Fix the legs to the base (Fig. 1, point 2) and secure them by using the nuts and bolts from the specially supplied kit. At the
lower end of each leg, screw the supplied anti-vibrating dowels (Fig. 1, point 1).

9- MAINTENANCE
ATTENTION: before proceeding to the phases indicated below, DISCONNECT THE ELECTRICAL POWER

SUPPLY TO THE MACHINE.

a) LUBRICATION. Remove the protections to the discs (Fig. 3, point 1.2). Introduce the grease with the specially supplied
instrument, in parts 1, Fig. 4. It is advisable to perform this operation about every 4 hours of work.

In case of use with wet birds, once the operation is completed, proceed with lubrication.

b) ACCESS TO THE MECHANICAL PARTS (disassembly, cleaning, reassembly).

To access the plucking block, remove the proteciicns te the discs (Fig. 3, point 1.2), unscrew the two points 3 and 4 (Fig.3),
open the door, extract the discs and clean them. Clean the internal parts of the disc space about every 8 hours of work.
IMPORTANT: reassembly of the discs must be carried out by following these exact phases:

The discs are numbered from 1 to 11 and the number is printed only on one side of the disc at a small hole

(Fig. 5, point 1)

After having lubricated the four sides of the axis that will house them, the first disc to be inserted will be No. 1, to be
followed in order by taking care that the number remains visible to the operator and that all the numbers are on the axis

(Fig. 6).

To access inside the aspirator, the screws must be loosened (Fig. 8, point 1), nscrew the screws (Fig. 8, points 2, 3, 4, 5).
Clean the inside (Fig. 9) and reassemble by following the reverse succession.
In case of disassembly of the impeller, unscrew the diffuser, which covers the locking screw, to the right (Fig. 9).

10- AIR SOUND PRODUCED BY THE MACHINE

10.1 Continuous sound pressure level equivalent at the workstation.

LEQ (A) = 100,5 dB - vacuum operation

LEQ (A) = 95,4 dB - chicken plucking and presence operator

10.2 Maximum value of the instantaneous sound pressure (weighted C): p(c) < 63Pa

10.3 Sound power lever: Lw (A) = 106,6 dB chicken plucking and presence operator

Reference Standards adopted for the measurements: UNI 7712 and ISO 3744

Seen the level of noisiness produced by the machine, USE OF APPROPRIATE PERSONAL PROTECTION

DEVICES FOR HEARING BECOMES MANDATORY
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Statement of Compliance

The SENESI S.r.I. Company
With Head Office in No. 4, Via Mercurio, Levane district,
Montevarchi — 52025 — (AR) —ITALY -
Tax Code./VAT No., Arezzo Companies Register,
Ordinary Div., IT001877950970
Tel. +39 055 9788134, fax +39 055 9780088

E-mail: info@spiumatricisenesi.it
www.spiumatricisenesi.it

states that the dry plucking machines, model QUICK, 230/240 V single-phase,
and three-phase 400 V. type, meet the safety requirements prescribed

by Directive 2006/42/EC.

Harmonised Standards: EN 60204 (safety of the electrical machinery-equipment
of the machines); UNI EN ISO 13850 (safety of the emergency stop
machinery-plant); Directive “Low Voltage” (2006/95/CE); Directive
“Electromagnetic Compatibility” (2004/108/EC); Directive

“Restrictions of components materials” (2002/95/EC-RoHS (Restrictions of

| 1 i”mm”ces Directive)

Legal and Commercial Warranty
Directive 99/44/EC and the individual national assimilation legislation, introduce a new system of warranties for
movable property purchased by coi s, and i ding by "cc r" exclusively "whoever uses the good
for purposes unrelated to business or professional activity" (household/private use).
The "legal warranty of two years duration” provided by the Directive is granted directly to the consumer by the
seller and meets any "lack of compliance to the sales contract”. The customer, to exercise his rights, undertakes
to notify any fack of compliance within the first six months from the date of purchase, as evidenced by the
purchase document fiscally valid. In this case, SENESI S.r.l. is committed to the repair of the defect at no charge
to the customer.
From the seventh to the twenty-fourth month, the consurner must bear the cost of shipping, )
while SENES! is committed to provide free of charge the cost of any parts used and labour. However, in the face
of proven lack of compliance, the customer will not incur into any charges. The service rendered uqder warranty
does not extend the warranty period. Therefore, in case of replacement of the product or of any of /ts' »
components, on the good or on the individual component provided as a replacement Ihsre‘daes'not initiate a
new warranty period but the date of purchase of the original good must be taken into consideration. Any further
rights of any kind are excluded.
The warranty does not cover normal wear phenomena. ) )
There is no right to request the warranty if the defect or damage was caused by usage not in compliance with
the prescriptions given in the special instructions booklet concerning the warnings regarding the installation,
use and maintenance of the machine. Non-compliant are defined for example the following actions: repairs or
actions carried out by unauthorised persons, manipulation of components of the assembly; defects
or damage caused by external events, such as for example insufficient supply of electrical power by the plants,
fall, break, lightning or damage caused by the influences of mechanical, chemical, thermal; additions or
accessory type not authorised by the manufacturer according to art.5 of Directive 99/44/EC.
Warranty of goods sold for Entrepreneurial or Professional activity

| In the case of purchases for Entrepreneurial or Professional activity (sales with invoice and VAT)




1- NUTZUNGSBEDINGUNGEN

Es wird dem Benutzer geraten, keine flatternden Kleidungsstiicke zu tragen und, falls er lange Haare tragen sollte, diese

angemessen zusammenzubinden.

Die Finger nicht in das Innere der Scheiben stecken. Es bestehen jedoch keine Situationen mit Schnittgefahr.
Es bestehen keine Regulierungsbedingungen fiir den Betrieb und die Nutzung der Maschine.
Das Gerét ist mit einer Sicherheitsvorrichtung mittels Nothalt-Pilztaster ausgestattet.

2- INSTALLATION

Vor der Inbetriebnahme muss der Benutzer fiir die Installation einer 16A-Steckdose sorgen, die f(ir den auf der Maschine
angebrachten Stecker geeignet ist (IEC-Normen 309). Der Anschluss der Maschine muss an einer geschtitzten Leitung mit

geeignetem Fehlerstromschutzschalter erfolgen.
DIE MASCHINE WIRD BETRIEBSBEREIT GELIEFERT.
3- BENUTZUNG

Vor Einschalten der Maschine und bevor mit dem Rupfen fortgefahren wird, die Edelstahlkurve, dann binden Sie den Beutel (Abb. 1, Punkt 3)..

KEINE LUFTDICHTEN SACKE VERWENDEN.
4- INBETRIEBNAHME

Nach dem Einstecken des Steckers in die Steckdose den Schalter einschalten (Abb. 2, Punkt 5). Hierdurch
werden das Sauggeblédse und die Rupfvorrichtung in Betrieb gesetzt. Um die Maschine aufzuhéren, driicken den Knopf
(Abb 2 Punkt 6). Die Saugleistung kann (iber die spezielle Durchflussregelung geregelt werden (Abb. 7, Punkt 1).

5- ZURUCKSETZEN DES MOTORSCHUTZES

Im Fall von plétzlichem Strommangel schaltet der Schalter automatisch auf die Stoppposition um. Nach Wiederherstellen der
Stromversorgung ist es notwendig, erneut den Schalter zu betétigen, indem die Starttaste gedriickt wird (Abb. 2, Punkt 5).

6- ENTRIEGELN DES NOTHALT-KNOFPS

Bei einem Notfall wéhrend des Betriebs den entsprechenden Knopf betétigen (Abb. 2, Punkt 7), um die Eingangsspannung zu
unterbrechen. Um die Maschine neu zu starten, den Nothalt-Knopf durch Rechtsdrehung entriegeln und die Maschine durch

Betétigen des Schalters neu starten (Abb. 2, Punkt 5).
7- TRANSPORT

Die Maschine wird fiir den Transport mit vollsténdig montierten mechanischen und elektrischen Komponenten geliefert.
Die Beine der Basis und die Edelstahlkurve sie werden demontiert geliefert.

8- MONTAGE

Die StiitzfiiRe befestigen (Abb. 1, Punkt 2) und mit dem entsprechenden mitgelieferten Schraubensatz blockieren. Die
schwingungsdémpfenden Dibel am unteren Ende der StiitzfiiBe festschrauben (Abb. 1, Punkt 1).

9- WARTUNG

ACHTUNG: bevor mit den unten angegebenen Phasen fortgefahren wird, DIE STROMVERSORGUNG DER

MASCHINE UNTERBRECHEN.

a) EINFETTEN. Den Scheibenschutz abnehmsan (Abb. 3, Punkt 1,2). Das Fett mit dem entsprechenden mitgelieferten Instrument
in die Teile 1, Abb. 4 einfiigen. Es ist ratsam, diese Operation circa alle 4 Betriebsstunden durchzufihren. Im Fall der

Benutzung mit nassen Végeln bei Betriebsende das Einfetten vornehmen.

b) ZUGRIFF AUF DIE MECHANISCHEN TEILE (Demontage, Reinigung, erneute Montage).

Um auf die Rupfvorrichtung zuzugreifen, den Scheibenschutz abnehmen (Abb. 3, Punkt 1, 2), die beiden Punkte 3 und 4
entschrauben (Abb. 3), die Tir 6ffnen, die Scheiben herausziehen und reinigen. Den Innenraum des Scheibengehé&uses circa alle

8 Betriebsstunden reinigen.

WICHTIG: die erneute Montage muss entsprechend der folgenden prézisen Phasen erfolgen:
Die Scheiben sind von 1 bis 11 nummeriert und die Nummer ist auf nur einer Scheibenseite in Héhe eines kleinen Lochs

eingepréagt (Abb. 5, Punkt 1).

Nachdem die vier Seiten der Achse, auf der sie sitzen, eingefettet worden sind, ist die erste Scheibe, die einzusetzen ist, die mit
der Nummer 1, danach in Reihenfolge die anderen, wobei darauf zu achten ist, dass die Nummern fiir den Benutzer sichtbar

bleiben und alle Nummern ausgerichtet sind (Abb. 6).

Um auf das Innere des Sauggebléses zuzugreifen, miissen die Schrauben gelockert werden (Abb. 8, Punkte 1)
die Schrauben abschrauben (Abb. 8, Punkte 2, 3, 4, 5). Das Innere reinigen (Abb. 9) und

in der entgegengesetzten Reihenfolge wieder montieren.

Bei der Demontage des Laufrads schrauben Sie; den Diffusor, der die Sicherungsschraube bedeckt, nach rechts ab (Abb. 9).
10- VON DER MASCHINE AUSGEHENDE GERAUSCHEMISSIONEN

10.1 Aquivalenter Dauerschallpegel am Arbeitsplatz.
LEQ (A) = 100,5 dB Leerlaufbetrieb

LEQ (A) = 95,4 dB Hiihnerrupfen und Anwesenheit eines Maschinenfiihrers

10.2 Héchstwert des momentanen Schalldrucks (C-Bewertung): p(c) < 63Pa

10.3 Schallleistungspegel: Lw (A) =106,6 dB Hilhnerrupfen und Anwesenheit eines Maschinenfihrers

Fiir die Messungen angewandte Referenznormen: UNI 7712 und DIN EN ISO 3744

[n Anbetracht des von der Maschine erzeugten Geréduschpegels, IST ES PFLICHT, EINE GEEIGNETE
ERSONLICHE SCHUTZAUSRUSTUNG IN FORM EINES GEHORSCHUTZES ZU VERWENDEN

Konformitétserkldrung

Die Firma SENESI S.R.L.
Mit Sitz in Via Mercurio 4,
Lovane, 52025 (Ar) - Italien —
Stevernr./Ust-lIdNr., Unternehmensreg. Arezzo
Ordentliche Sek. IT001877950970
Tel. +39 055 9728134, Fax +39 055 9780088

E-Mail: Info@spiumatricisenesi.it
www.splumatricisenesi.it

Erklért, dass die Trocken-Rupfmaschinen Modell QUICK Typ 230/240V
einphasig, 400 V. dreiphasig, den Sicherheitsanforderungen der

Richtlinie 2006/42/EG.

Entsprechen. Harmonisierte Normen: EN 60204 (Sicherheit von

Maschiner — Clekirische Ausrlistungen von Maschinen); UNI EN 1SO 13850
(Sicherheit “hinen — Not-Halt), “Niederspannungsrichtlinie”
(2006/95/EG), " M\-Richtlinie” (2004/108/EG); Richtlinie

“Beschrénkungy der Verwendung von geféhriichen Stoffen " (2002/95/CE-RoHS)

Gesetzliche und Kommerzielle Garantie

Die Richtlinie 99/44/EG und die einzelnen nationalen Umsetzungsnormen fahren eine neue Regelung far die
Garantien der von Verbrauchern erworbenen beweglichen Gitern ein, wobei unter "Verbraucher” ausschlieBlich *
derjenige verstanden wird, der das Gut zu Zwecken verwendet, die seiner eventuellen durchgefdhrten
gewerblichen oder beruflichen Tétigkeit zuzurechnen sind” (Haut-/Privatgebrauch).Die von der Richtlinie
vorgesehene “gesetzliche zweijahrige Garantie” wird gegenaber dem Verbraucher unmittelbar vom Verkaufer
gewahrt und greift fir jede “Vertragswidrigkeit hinsichtlich des Kaufvertrags®". Um seine Rechte geltend zu machen,
hat der Kunde die Pfiicht, die Vertragswidrigkeiten innerhalb von sechs Monaten ab dem Kaufdatum unter

Vorlage eines steuerrechtlich galtigen Kaufnachweises anzuzeigen. In diesem Fall verpflichtet sich SENESI S.R.L.
zur kostenlosen Reparatur des Mangels.Vom siebten bis zum vierundzwanzigsten Monat muss der Verbraucher
die Speditionskosten tragen, wahrend SENES! sich dazu verpflichtet, die Kosten far die eventuell verwendeten
Ersatzteile und die Arbeitszeit zu Gbernehmen. Bel nachgewi Vertr. drigkeit muss derKunde jedoch
keine Kosten tragen.Die unter Garantie durchgefihrte Leistung verldngert nicht die Garantielaufzeit. Daher fangt
im Fall des Austauschs des Produkts oder einer seiner Komponenten fir das gelieferte Gut oder die einzelne
Komponente keine neue Garantiefrist zu laufen an, sondern man bezieht sich auf das Kaufdatum des Originalguts.
Waitere Rechte jeglicher Art werden ausgeschlossen.Die Garantie schlieBt VerschleiBerscheinungen nicht mit ein.
Es besteht kein Recht auf Inanspruchnahme der Garantie, wenn der Mangel oder Schaden durch eine
Verwendung verursacht wurde, die nichtmit den in der entsprechenden Gebrauchsanleitung angegebene
Anweisungen hinsichtlich der Installation, Benutzung und Wartung der Maschine dbereinstimmt. Als nicht
(bereinsti d werden belspit die folgenden Aktionen definiert: Reparaturen oder Einsétze, dienicht
von autorislerten Personen durchgefahrt wurden, Manipulation der Anlagekomponenten; Méngel oder Schéden,
die auf externe Ereignisse zurdckzufahren sind, wie zum Beispiel unzureichende Leistung der elektrischen
Anlagen, Sturz, Zerbrechen, Blitzeinschlag oder Sch&den, die von Einflissen mechanischer, chemischer oder
thermischer Art hervorgerufen wurden; Erweiterungen oder Zubehor, die nicht gemaR Art. 5 der Richtlinie
99/44/EG vom Hersteller autorisiert worden sind. Garantie far Gter, die for gewerbliche oder berufliche
Tétigkeiten verkauft wurdqn In_v Fall des Erwerbs far gewerbliche oder berufliche Tétigkeiten (Verkaufe mit
Rechnung und Ust-IdNr.) ist die giltige Garantie lediglich die gewerbliche von zwdIf Monaten.
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